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TECHNICAL SPECIFICATIONS Key Benefits

Stop Contamination Before It Costs You
Catch the Problem at the Tank. Not at the Packager.

Aseptic Inline Sampling for Breweries — The Smart Way to Protect Every Batch

One contaminated batch can cost a brewery thousands of pounds in lost product,
downtime and reputational damage. QualiTru TruStream Septa allow you to pull a clean,
aseptic sample from any point in your brewing process — fermentation vessel,
conditioning tank, bright beer tank, yeast vessel, CIP rinse — without opening the system
or stopping the brew. Catch the problem at the tank, not at the packager.

HOW IT WORKS

Step 1 — Fit Once
A stainless steel QualiTru port is welded or clamped onto your vessel or pipeline. Permanent, hygienic, no moving parts.
Step 2 — Insert the Septa

A sterile TruStream Septa is placed into the port. Each septa has multiple individually labelled channels — one per
sample, used once.

Step 3 — Sample Cleanly

Insert a needle through the designated channel and draw your sample. No air in, no contamination risk, no disturbing
the fermentation.

Step 4 — Test and Decide

Gravity, yeast count, pH, microbiological check — whatever your lab needs. Results are accurate because the sample is
genuinely representative.

KEY BENEFITS

. No contamination risk — sample without opening the vessel or breaking the seal

« No process interruption — keep brewing while you test, no downtime required

. Early problem detection — catch contamination at fermentation, not at the packager

. Batch consistency — monitor every critical point from water inlet to filler

« Accurate results — eliminate dead-leg contamination from old-style sampling ports

« Reduced waste — less product lost to undetected spoilage and expensive rework

. Protection against bacteriophage — aseptic sampling minimises exposure to environmental contaminants when inoculating
fermentation vessels
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TECHNICAL SPECIFICATIONS Implementing Aseptic Inline

Sampling in Breweries

QualiTru’s simple-to-use aseptic inline sampling system means that the sampling equipment has been sterilized, effectively reducing the
risk of contamination in both the process and the sample. This minimizes the chances of inaccurate and unreliable test results and
allows breweries to take a proactive approach in identifying potential risks, optimizing their processes, and enhancing product quality
and brand recognition.

The following key application sites should be considered to implement aseptic inline sampling in breweries effectively. Click here to

e download a printable version of key application sites with QualiTru product recommendations.
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1.Water Quality Verification 6.Filtering
Test for water ions (calcium, magnesium, sulfate, sodium, chloride and Sample before and after each piece of equipment
bicarbonates) and microorganism counts. as part of a system diagnostic function to check
for alcohol, turbidity, yeast counts, and
2.Whirlpooling microbiological contamination.
Test wort for specific gravity, turbidity and microbiological contamination.
7.Finished Product Sampling
3.Wort Cooling and Peristaltic Pump Pull sensory and quality check samples
Test for microbiological contamination during knockout to avoid off- throughout the beer maturation process.
flavors.
8.Filler
4.Fermentation Tank Test the effectiveness of the system Clean in
Sample at various times to check for fermentation progress to avoid Place (CIP) process and obtain a product quality
ending fermentation early, resulting in off flavors. sample.
5.Yeast Sampling 9.CIP Final Rinse

Test for accurate yeast cell count to avoid over or under-pitching into the Sample the CIP rinse water to ensure the
effectiveness of the process
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QualiTru. A simple closed-system approach to liquid sampling.

TruStream Sampling Ports TruStream Septa Sterile Collection Units
Installed on tanks or : Pre-sterilized septa L™ Single samplers for small samples ¥
pipelines to create a ] that maintain a clean #if and collection bags for larger or ff

dedicated sampling point. sampling pathway. representative samples.

Together these components facilitate equipment effectiveness by reducing contamination risk to the line and to the sample.

How the System Works

\/

Install a TruStream sampling Insert a sterile needle Collect the sample using a Send the sample to the
port on a tank or pipeline. njs through the septum. sterile syringe or bag. laboratory for analysis.

This closed sampling method is less prone to costly contamination than sampling valves, and can be cleaned-in-place effectively.

Where Sampling Is Used in a Processing Plant

QualiTru systemsallowsamplestobe collectedsafelyandhygienicallyfromkeylocations in the
production process. Typical sampling points include:

Raw ingredient Storage silos Before and after Process Mixing or Before filling CIp
receiving pasteurization pipelines blending tanks and packaging Verification

These sampling points help processors understand what is happening throughout the production
process and quickly locate potential quality issues.

L 01759 306580 - sales@agriyork.come agriyork.com



TECHNICAL SPECIFICATIONS HEEE e ] AR s

TruStream7 Tri-Clamp Elbow 2 inch (Part 213029) TTruStream7 Recessed 4 inch x 2 inch (Part 212123)

Inline port fitting for wort cooling and knockout lines Bulk tank and vessel port. Flush-fit design for hygienic
where an elbow configuration suits the pipework layout. installation directly on tank walls. Used for finished
Stainless steel, tri-clamp connection. product bulk tank sampling.

TruStream7 Sanitary Tank Inspection Port (Part TruStream7 Tri-Clamp Tee 2 inch (Part 215147) — Inline
212113) port fitting for pipework and transfer lines. Stainless steel,
A hygienic inspection port designed for tank walls and tri-clamp connection.
vessel access points. Allows aseptic sampling and
inspection access without compromising the integrity of
the vessel. Suitable for fermentation tanks, conditioning
vessels and bright beer tanks where a permanent,
sanitary access point is required.
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TruStream7 Septa (Part 110011) — Standard septa for TruStream7 High Temp Septa (Part 110021) — For wort
most brewery applications. Fermentation vessels, cooling, boil kettle and pasteurisation lines where
conditioning tanks, bright beer tanks. elevated temperatures apply.

TRUDRAW.
STERILE A

&

TruDraw Sterile Single Sampler (Part 112021) — Sterile TruStream 250ml / 18g Sampler (Part 111450)
pre-filled syringe for drawing the sample cleanly through  For wort cooling and knockout sampling where a larger,
the septa channel. representative volume sample is required. 250ml capacity
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TECHNICAL SPECIFICATIONS

At AgriYork, we are committed to delivering reliable, high-quality consumable
products that keep businesses operating efficiently.

Our product range has been carefully selected to provide dependable performance,
competitive value, and consistent supply for our customers.

Whether you require everyday essentials or specialist consumables, our team is here to
support your business with:

Reliable product availability
Competitive pricing

Responsive customer service

Fast and efficient order processing

We pride ourselves on building long-term partnerships with our customers and providing
solutions that meet the demands of modern businesses.

Ready to place an order or need assistance?
Our team would be happy to help.

www.agriyork.co.uk

Contact our team of dedicated AgriYork Sales Specialists today at

sales@agriyork.co.uk

Duncan Carmichael Mitch Foster
Sales Manager Business Development Manager
Tel: +44 (0) 1759 306580 Tel: +44 (0) 1759 306580
Mobile:  +44 (o) 7587631320 Mobile: +44 (0) 7301364602
Email:  duncan@agriyork.co.uk Email: mitch@agriyork.co.uk
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